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1. Applications 
EUROFLEX® Perimeter Panels provide ideal covering protection around bordering surfaces 
and edge trim made of concrete or wood. 
Highly resistant to weathering, easy to cut and install and easy to clean. 
 
EUROFLEX® Perimeter Panels are manufactured by an environment-friendly process and can 
be recycled as process raw material at the end of their service life. 
 
2. Material 
Rubber granulate:  granulated recycled rubber  
Binding agent:   MDI polyurethane 
 
3. Characteristics 
Colour:  red, green, grey or black 
  Minor colour variations and/or fading are possible. 
Surface:  smooth with open pores, beveled edges 
 
4. Dimensions / Tolerances 
L x W x T:   1000 x 300 x 50 mm 
Dimensional tolerances: +/- 0,8 % 
Weight:   approx. 12,0 kg/ unit 
 
5. Test Data 
 
Conformity acc. to Regulation (EC) 1907/2006 SVHC list and appendix XVII 
 
Production facility inspection 
 
6. Installation 
Using 1-component polyurethane adhesive cement, securely glue EUROFLEX® Perimeter 
Panels onto the clean, dry and smooth existing concrete substructure. 
Glue adjacent panels together, filling gabs between them as necessary. 
To cut the panels to non-standard size or joints, use a low-speed sabre saw. 
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