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SPORTEC® icemat is a heavy-duty interlocking puzzle tile with a vulcanised rubber
surface, designed for use in ice rinks, stadiums and mobile ice skating rinks. It reliably
protects the subfloor from damage while simultaneously preserving skate blades,
extending their service life. The SPORTEC® icemat is suitable for indoor and outdoor
use, resistant to cold environments and highly durable against ice, snow and heavy
wear - even in high-traffic areas such as player benches and penalty boxes. Thanks to
its own weight and precise interlocking system, it is loosely laid and dimensionally
stable, even on slightly uneven surfaces.The non-slip surface ensures safe walking. At
the same time, the material improves room acoustics and provides thermal insulation.
The SPORTEC® icemat can be installed for temporary or permanent use and is easy
to clean.

Material

Material:
SBR on a recycling basis

Product design

Colour(s): black

Surface: fine pebbled profile

Lower side: grooved profile

Type of floor covering: safety flooring for indoor and outdoor use

Dimensions / Tolerances / Weight

Thickness(es): 12 mm (+3/-2 mm)

Length x width: dimension puzzle: 1,285 x 865 mm (= 1,5 %)
covering dimension: 1,260 x 840 mm (x 1,5 %)

Density: approx. 1,080 kg/m?3

Area weight: 15.5 kg/m?2

The product data sheet is not subject to any change service! All information is without guarantee.
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Product Testing

Fire resistance: Eﬂ(DIN EN 13501-1)

Tensile strength: min 3,5 N/mm?2 (EN ISO 1798)
Elongation at break: min. 140 % (EN ISO 1798)
Hardness: 60 = 5 Shore A (DIN 53505)
Temperature range: -30°C to 80°C (internal tested)
Installation

Installation has to be done in accordance to the Installation Recommendation of
SPORTEC® icemat.

Sustainability
Recycling content: > 80 %
End of Life recycling: yes (contact us for more information)

The product data sheet is not subject to any change service! All information is without guarantee.
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