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powerturf 1.0 / 2.0 / 3.0

SPORTEC® powerturf is the synthetic artificial turf for your gym. Thanks to its very 
high density the, the turf can withstand the high demands of exercises on the floor, 
sprints or training with a weight sled. SPORTEC® powerturf 1.0, 2.0 and 3.0 offer 
the possibility to adapt the artificial turf to your needs. The artificial turf is used 
without infill material.

Product design

Colour(s):

Surface: Polyethylene Textured, 100% monofilament (use 
without infill)

Lower side: First backing: Polypropylene
Second backing: Latex

Note: Marking colours:
Powerturf 1.0: white
Powerturf 2.0 & 3.0: white (standard), black, grey, red, 
yellow

Backing contains perforation for water permeability

green, powerturf blue, black, red, dark red, dark grey
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powerturf 1.0 / 2.0 / 3.0

Dimensions / Tolerances / Weight

Roll width: 2m (± 1 cm)
(other widths on request)

Roll length: 15m (± 2 cm)
(other lengths on request)

Area weight: approx. 3,500 g/m² (± 10%)
Pile height: 13 mm (± 10%)
Stitch rate (10 cm¹): 36/10 (± 10%)
Dtex: 8000
Gauge: 3/16

Product Testing

VOC emission rating:

Installation

Installation has to be done in accordance to the Installation Recommendation of 
SPORTEC® powerturf. The latest version of the Installation Recommendation can 
be downloaded at the website of KRAIBURG Relastec GmbH & Co. KG.
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