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SPORTEC® reva is a light weight, high performance e-layer suitable for use under all
types of indoor sports flooring. Its durable cell structure enables excellent properties
for comfort and protection. In addition the advanced mixture of secondary raw
materials is 100% SBR free. This prevents plasticizer migration and achieves
outstanding VOC values.

Material

Material:

A mixture of cellular rubber, technical rubber and EVA foam on recycling base
bounded with polyurethane elastormer.

Product design

Surface: fine granule structure

Dimensions / Tolerances / Weight

Thickness(es): 5,6,7,8,9,10and 12 mm (+ 0.3 mm)
Roll width: 1500 mm (£ 1.5 %)
Roll length: 24 m((@at5mm) 13 m(at 9 mm)

20m(@temm) 12 m(at10 mm)
17m@t7mMm) 10m (at 12 mm)
15 m (at 8 mm)

(£1,5%)
Density: approx. 470 kg/m3
Area weight: approx. 2,4 kg/m? (5 mm) approx. 4,2 kg/m? (9 mm)

approx. 2,8 kg/m? (6 mm) approx. 4,7 kg/m? (10 mm)
approx. 3,3 kg/m? (7 mm) approx. 5,6 kg/m? (12 mm)
approx. 3,8 kg/m? (8 mm)
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Product Testing

Fire resistance: depending on the entire system
Tensile strength: min. 0,5 N/mm?2 (EN ISO 1798)
Elongation at break: min. 30% (EN 1SO 1798)

Hardness: 35 = 10 Shore A (DIN 53505)
Temperature range: -30°C to 80°C (internal tested)

Energy Restitution: % (in accordance with CEN /TS 16717)

67% at 5mm
63% at 6mm
61% at 7mm
58% at 8mm
57% at 9mm

Thermal resistance: 0.0604 m2K/W (at 6 mm) (DIN EN 12664:2001)
(adapted for using with floor heating system - Please
take the thermal resistance of the floor covering into
account)
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VOC emission rating: AgBB (MVV TB/ABG)
Belgian Regulation
Blue Angel (DE-UZ 156)
BREEAM International (Exemplary Level)
BREEAM NOR (Exemplary Level)
EMICODE (EC 1 PLUS)
EU Taxonomy
French VOC Regulation (A+)
French CMR components
Formaldehyde Emission Class§ (E1)
Indoor Air Comfort
Indoor Air Comfort GOLD
Italian CAM Edilizia
LEED v4.1 BETA (outside U.S.)
WELL V2

tested according to eurofins Indoor Air Comfort® Gold
Shock absorption Elasticlayer:
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Storage

Storage advice: The goods should be stored in a dry room with good air
circulation to prevent moisture and mold growth.

Installation

Installation has to be done in accordance to the Installation Recommendation of
SPORTEC® reva.

Sustainability

Product Carbon Footprint: 0.67 kg CO2e per m?

The product data sheet is not subject to any change service! All information is without guarantee.

. ) ) , age 4 of 4
Latest version of this document available on www.kraiburg-relastec.com/sportec pag

KRAIBURG Relastec GmbH & Co.KG

Fuchsberger StraBe 4 - D-29410 Salzwedel

Fon +49-(0)3901-8304-66 Made in Q qualityaustria
tech-sportec@kraiburg-relastec.com - www.kraiburg-relastec.com I SYSTEMZERTIFIZIERT

B Germany Smmr. s
L

ISO 50001:2018 NR. 00070/0




